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Thank you for selecting American Standard the benchmark of fine quality for over 100 years.
To ensure that your installation proceeds smoothly, please read these instructions carefully before you begin.

* American Standard continually improves our product design and performance and reserves the right to modify the dimension and
specification of our products accordingly without any prior notification.
* Actual dimensions and specifications may vary, refer to physical product for exact dimensions and specification.

Pre-Installation Checks

* Remove impurities from pipes before installation to avoid clogging. Connect faucet pipes correctly. Ensure that the cold water hose is
connected to the right side and the hot water hose to the left. Check installation distances from the dimension diagram to ensure correct
installation.

Conditions for use

1. Recommended water pressure condition: 0.1~0.5MPa (For optimal performance and product longevity, we recommend adding a pressure
reducing valve when water pressure exceeds 0.5MPa. Difference in pressure between hot and cold water should not exceed 0.2MPa)

2. Water Temperature: Cold Water 4°C ~ 29°C; Hot Water 45°C ~ 85°C (Recommended Hot Water Temperature 50°C ~ 75°C).

3. Ambient Temperature:1~55°C

4. Note: Ensure water source is clean. Poor water quality can cause cartridge and internal components to clog, resulting in poor temperature
sensitivity and/or product failure.

Attention

Please ensure that the hot water supply source is stable. Electric water storage heaters are ideal for use with Temptation Auto
Temperature Mixer for optimal performance. Common issues that may arise when hot water is supplied by gas and/or solar water
heaters are as follows:

Common gas heater issue(s)

1. Every water heater has a minimum operational starting pressure (flow). When the lowest flow is selected with the mixer, the
minimum operational starting pressure of the gas water heater may not be achieved and therefore, the gas heater will not function.
When the residual hot water in the pipeline is discharged, the gas heater starts up, reheating the water. This repeated cycle results in
an unstable hot water supply and inconsistent temperature delivery.

Solution:

1a. Set the water temperature of the water heater to 5°C higher than the thermostatic faucet (adjust with multiple manual knob, set the
temperature knob in the lower position, and then use the knob to adjust the temperature of fire) the demand of hot water becomes
larger in order to achieve the starting flow of the water heater. Recommended value: Summer: 45~50°C; winter 50~55°C.

1b. Set the water thermostatic faucet to full flow (half open water switch need to press the switch to rotate) you can also remove the
limiting plug in the shower so that the water can become large to achieve the start flow of water heater.

Common solar heater issue(s)

2. As the solar water heater is not pressurized, hot water flows from to the mixer as a result of gravity. When the pressure from
the cold water supply exceeds that of the hot water supply by 0.2MPa, hot water supply into the mixer is disrupted, resulting
ininconsistent temperature delivery.

Solution:

2a. Add a pressure booster pump to the solar water heater so that the pressure of cold and hot water can be balanced. Push and save
the pressurized water pressure: 0.3MPa.

2b. To add a pressure reducing valve on the cold water supply will also make the cold and hot water supply pressure balanced. When
the water supply pressure exceeds 0.5\VIPa, the pressure relief valve is required .

Recommended water pressure: 0.1~0.5MPa, hot and cold water pressure difference: less than 0.2MPa
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Dimension Cleaning the Aerator Cleaning and Replacement of the Check valve and Washer
Unit: mm . ) ) .

Aerator may accumulate dirt causing distorted and * The check valve and washer should be cleaned periodically to
136282XXX0 reduced water flow. Remove and clean Aerator and prevent any accumulation of dirt which may lead to leakages.
136292XXX0 380.4 thenreplace it. * Simply follow the steps below and rinse with clean water to clean/

- : > replace your check valve and washer.
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Issue Component Checkpoint Corrective Action
<—1500 P P
Aerator Check if there is impurities or not Remove all impurities
Low Water Flow
Supply Valve | Check if the Supply Valve is enough or not Open it to full Supply valve
~—— #20.6 Cartridge Check if the Cartridge is disentangle or not Tighten the Cartridge
Leakage
Connection Check if the Connection is with Washer or not Add the Washer
Supply Valve | Check if the Supply Valve is enough or not Open it to full Supply valve
B70 Inconsistent Supply Pipes Check if the Cole/Hot Supply Pipes Qonnect the hot and cold supply
— Temperature Connected Correct or not pipes correctly
m Temperature If the temperature control handle setting is not Please refer to “Adjustment of Tenperature
| . /n: Control Handle | correct handle” to readjust it.
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Hand shower
3 spray modes Back Switch button
/ * Turn off the water switch, the spray \'/’(
switch automatically returns to closed o °©
. state , and the hand shower turn to
Switch button rain function. _ Attention:
Tranquil Rain Therapy Rain Power Jet Pleas_e leave rpanual with customer
post installation.
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